
REGISTRATION OF A PRESSURE FITTING DESIGN

2202 2nd Avenue
Regina, SK S4R 1K3 Canada

1 (866) 530‐8599
info@tsask.ca
www.tsask.ca

01‐May‐23

Attention:

Item:

0C24476.53

TSASK Codes and Standards Compliance has registered the design listed above in accordance with The Boiler 
and Pressure Vessel Act and Regulations and CSA B51. The Canadian Registration Number (CRN) is:

Please note that every fitting shall be constructed in strict accordance with the registered design.

Yours truly,

Remarks:

A valid quality control program must be maintained at the production facility for the fitting registration to 
remain valid until the expiry date.

File Number:  13615

Athan Syrgiannis, P.Eng.

Codes and Standards Compliance

Valves

Per Scope of RegistrationCatalog or Drawing:

Fitting registrations are required to be resubmitted for validation after ten (10) years from the registration 
date in accordance with CSA B51, Clause 4.2.1.

March 27, 2033

[ 0 F]

Manufacturer:   Clark‐Reliance, LLCRe:

Expiry Date:

Should you require anything further, please do not hesitate to contact the Codes and Standards Compliance 
Office at your convenience. 

Cecylia Garbacz

345 Carlingview Drive
Toronto, Ontario
M9W 6N9

TSSA



asyrgiannis
Fitting Stamp



CRN: Reliance Category C Scope of Registration  

 
Water Gage Valves Components: 

Casting/ 
Forging 

Material 
Valve 
Series 

Drawing 
Max 

ID/NPS 
Size 

Min. 
Thick. 

Max 
Pressure
Rating 

Ref. 
Ass’y 
Dwg 

Standard Used to 
Confirm Min. 
Wall within 

Press. Rating 
Allowable

Dwg = C-19095 
SA-105 

Steel 

800 SG754-1 Ø1.07” .336” 900# SG1820 
ASME B16.34-2020 

700 
SG777-
1MSW

Ø1.07” .336” 1500# SG1805 

Dwg = B-18827 
SB-61 
Bronze 

600 
AB19343-1 NPS 3/4” .220” 

300# BG1030 ASME B16.24-2021 

500 
400 

Dwg = A-3724 600 A-3724 NPS 3/4” 0.28” 
Dwg = A7457 600 BG7011 NPS 3/4” 0.168” 

 
Ball Check Components (Used with RSG854 and RSG777 valves): 

 
Body casting and material specification for the above valve series is designated by 
drawing their casting/forging drawings.  
 
Package for Minimum wall locations and references to ASME B16.34 Table 3 and 
ASME B16.24 Table 8.1.2-2 is attached. This package includes all the drawings listed in 
the above tables. 
 
All welds for adaptors, flanges, couplings are to be a minimum thickness of Tb +1/16” 
and designated by WPS 1-1-101 and WPS 1-1-102. 

Reference 
Drawing 

Material 
Max 

ID/Size 
Min. 

Thickness

Max 
Pressure
Rating 

Relative 
Valve 
Series 

Reference 
Drawings 
Ass’y and 

Components 

Standard Used to 
Confirm Min. Wall 

within Press. 
Rating Allowable

A-14348 SA-106 Ø.502” .373” 

900# 
And 

1500# 

800 and 
700 

DD7005-A 
SG1846 

(1:2) 
SG1846 

(2:2) 
SG1846W 
T-1648-A 

ASME B16.34-
2020 

DD7003-
A 

SA-479 
304SS 

Ø.91” .600” 

DD7004-
A 

SA-479 
304SS 

Ø1.07” .668” 
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